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Trademarks
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or registered trademarks of their respective companies.

Warranty

No part of this document may be reproduced, disclosed, electronically distributed, or used without the prior consent of the
copyright holder.

Use of the software and documentation is governed by the terms and conditions of the iPass Corporate Remote Access
Agreement, or Channel Partner Reseller Agreement.

Information in this guide is subject to change without notice.

Every effort has been made to use fictional companies and locations in this manual. Any actual company names or
locations are strictly coincidental and do not constitute endorsement.
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Purpose

This User Guide will serve as an introduction to iPassConnect for BlackBerry, providing you with
information on configuration and basic usage.

Document Conventions

The conventions followed in this document are listed below:

Convention Description

Italic font Represents the name of the documents referred to
E.g., iPassConnect Release Notes

Bold font Represents User Interface Controls
Represents notes, e.g.,
IText Install the BlackBerry Desktop Manager for
Windows
Courier New Represents folder, file names and path, e.g., C:\ Temp
font
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iPassConnect for BlackBerry

iPassConnect for BlackBerry 1.0, is an easy-to-use network connectivity manager for Wi-Fi
enabled BlackBerry smartphones. It allows users with BlackBerry devices to connect to the
Internet and enterprise resources through iPass' global network of Wi-Fi providers. Users who
already have iPassConnect for Windows or Mac can re-use the same credentials (username,
domain and password) for their BlackBerry; no new account is required.

Pre-Requisites

The following section provides the list of pre-requisites for installing iPassConnect.

Device Requirements

iPassConnect for BlackBerry 1.0 is designed to work on all BlackBerry devices having Wi-Fi
support and running BlackBerry OS version 4.5 or higher.

Refer to the Identifying the OS Version appendix at the end of this document if
you are unsure which OS version you have.

The application has been tested with the following devices:

Bold 9000
Curve 8320 and 8900
Pearl 8120

Others

iPassConnect for BlackBerry installer

Supported Languages

This client is available in US English only.

Installing iPassConnect for BlackBerry

iPass

iPassConnect for BlackBerry can be installed using three different methods.

Distributed by your administrator. This method is not covered by this document.
Using BlackBerry Desktop Manager to install the client from your PC.
Installing directly by downloading the client from your BlackBerry web browser.

Installing iPassConnect using BlackBerry Desktop Manager

If you have access to Blackberry Desktop Manager 4.7 or above then you can use this to install
iPassConnect. At the time of writing, more information about Blackberry Desktop Manager can
be found at this link: http://na.blackberry.com/eng/services/desktop/, but we recommend you
check with your service provider to determine whether this software has been authorized for your
device and whether there is other software recommended for your Smartphone.

recommended to uninstall the existing version via the BlackBerry Desktop

If your BlackBerry device already has a previous version of iPassConnect, it is
Manager before you install the new version.
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1. Save the iPassConnect for BlackBerry installer files to a convenient location on
your PC. There are two types of file: an iPC .alx file and several .cod files.
Connect your BlackBerry device to your PC using the USB cable.

Launch the Desktop Manager Software in Windows (Start > Programs >
BlackBerry > Desktop Manager.) You should now see the BlackBerry Desktop
Manager, as seen in Figure 1 below.

*:*BlackBerry. BlackBerry® Desktop Manager

Main Menu Options ¥ Help v

- Application Loader - Backup and Restore 71 = Device Switch Wizard
g9y Update, add, or remove device Back up or restore your device ok Transfer data from a BlackBerry®
| g

applications.

3 %] - Media = Synchronize

[ «4  Manage and transfer multimedia Change options for synchronizing
|

\

[

device or other device to a
BlackBerry device.

data.

email messages and organizer
data.

files to your BlackBerry device.

Figure 1

Upon launch, the BlackBerry Desktop Manager takes a few seconds checking for
device application updates. We recommend you allow this step to complete
before proceeding.

4. Click the Application Loader icon. The Application Loader window will be
displayed.

5. Click the Start button in the Add / Remove Applications pane. The Application
Loader will connect to the device and search for available device software, as
shown in Figure 2.

Device application selection

Select the application that you want to add to your device, or clear the application that you want to

remove from your device. Total application space: 505 KB

Task In Progress

Searching for available device software

[~ Show details Cancel

Figure 2
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iPass

6. If you are re-installing iPassConnect then we strongly advise you to remove any
previous versions from the Device before proceeding.
7. Click Browse and navigate to the folder where containing the iPassConnect

installer files from step 1.
8. Selectthe iPC.alx file and click Open.
iPassConnect will appear in the application list, as shown in Figure 3.

Figure 3

9. Click Next. The Summary of your selected actions will be displayed.

10. Click Finish to begin installation. The Update complete message will be
displayed once installation is complete.

11. Close the BlackBerry Desktop Manager window and disconnect the USB cable.
You will see the iPassConnect icon in the BlackBerry menu, under the
Downloads folder, as shown in Figure 4. You can move this icon to a more
convenient location in the menu by highlighting the iPassConnect icon and
selecting Move or Move to Folder from the BlackBerry menu.

D 12:44 4@
T-Mobile

'] Downloads

) @ (7 3¢ @)

iPassConnect

Figure 4

Installing iPassConnect Directly from the Web
This method of installing iPassConnect does not require an intermediate PC but you will need:

iPassConnect for BlackBerry User Guide 42009 iPass Inc.
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1. An existing Internet connection made without iPassConnect.

2. A URL link to the download files. Your system administrator will provide you with

Procedure:
1.
2.

such a link if this option is available.

Connect to the Internet from your BlackBerry.

as shown in Figure 5.

Download iPassConnect H '@

Open your preferred BlackBerry web browser and navigate to the URL provided
to download the iPC.jad file.
Click the displayed link. The Download iPassConnect screen will be displayed,

Name: iPassConnect,
Version: 1.0.4
Vendor: iPass Inc
Size: 329.5KB
Description:

iPassConnect for BlackBerry

B Set application permissions.

Dountoad | Cancel

Figure 5
4. Click Download to install iPassConnect:
Download iPassConnect 18480 Ja
Name: iPassConnect
Version: 1.0.6
L 4 . L - S —_ s f‘

5. A confirmation message will be displayed upon successful installation, as shown

Downloading iPassConnect

Cancel

D>

in Figure 6.
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Download iPassConnect @

Name: iPassConnect

The application was
successfully installed.

Figure 6

)

4C

6. Click Run to launch iPassConnect immediately or OK if you do not wish to launch

iPassConnect at this time.

Configuring iPassConnect: First Launch

You need to configure iPassConnect with your iPass account information, before using it for the
first time. The client will prompt you for this information upon first launch. You may also be
prompted to provide a Configuration Code: you can obtain this code from your helpdesk or by
requesting a code from iPass at: http://www.ipass.com/services/services_software.html.

Internet during the first launch in order to verify the code and to retrieve the

I If a configuration code is required, then you will need to be connected to the

appropriate configuration from iPass.

Entering a Configuration Code
1. Launch iPassConnect.

2. If the Client Configuration screen shown in Figure 7 is displayed, type a valid
configuration code and click Configure. Note that configuration codes are case

sensitive.

Client Configuration

Please enter a config code, if you do not have
one, please contact your company's IT
helpdesk. This operation may incur data usage
charges from your wireless carrier.

Configuration Code: GIGHFF-13D]

i fiotspats.

Figure 7
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At this point, iPassConnect will attempt to validate the configuration code and to
retrieve the correct configuration: remember that this will require an Internet
connection.

Following the update, you should see the message Configuration has been

updated successfully.
You can provide a different configuration code at a later date as described later in
this document in the Switching Configuration section.

Setting iPass Credentials

iPassConnect will prompt you for your login credentials (username, domain and password) on first
launch. Your username and domain are always remembered whereas your password will only be
saved if you check the Save Password box. Saving your password will expedite future login
attempts.

To Review or Edit your iPass Login Information:
1. Launch iPassConnect.
2. Press the Menu key.
3. Click Login Information. The iPass Login Information screen will be displayed,
as shown in Figure 8.

iPass Login Information

Username: ipassuser
Password: *¥xxxxek
Domain: ipassworld.com|
Save Password

Save Close

Figure 8

4. Type your Username, Password and Domain name in the space provided.
I Use the trackball to move from one box to another.

5. If desired, check the Save Password check box. If you do not save your
password, you will be prompted to retype it before each iPassConnect login

attempt.
Unless your administrator has requested otherwise, your password will be cached
between consecutive connection attempts within the same iPass session, even if
you do not save your password.

If you uncheck Save Password, any prior password will be forgotten when
iPassConnect is closed. In other words, the current password will be cached for
the remainder of this session only.

w_ iPassConnect for BlackBerry User Guide 42009 iPass Inc.
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6. Click Save to save your changes.

Making a Wi-Fi Connection

iPassConnect shows the current Wi-Fi association status on the main screen and will display the
message Wi-Fi Disabled/Not Associated, as shown in Figure 9, if there is currently no
connection.

Wi-Fi Disabled/Not Associated

Select Network |

R o potsPot
Figure 9

Clicking the Select Network button will allow you to browse available networks, make new
connections and control connection behavior through the standard BlackBerry Set Up Wi-Fi
Connection user interface. When done, you can return to iPassConnect by clicking your
BlackBerry's Escape button.

Associating to a New Wi-Fi Network

iPassConnect makes use of BlackBerry's native Wi-Fi connection management which will
associate automatically to known networks according to the priorities defined under Prioritize Wi-
Fi Profiles as seen in figure 14. If the BlackBerry is not currently associated, or if you wish to
change the existing association, then follow the instructions below:

1. Launch iPassConnect.
2. Click Select Network. The standard BlackBerry Set Up Wi-Fi Connection
screen will be displayed, as shown in Figure 10.

Set Up Wi-Fi Connection

Select an option

Scan For Networ
Manually Add Network

Push Button Setup

Wi-Fi Hotspot Login

Figure 10
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3. Click Scan For Networks. The BlackBerry will search for available Wi-Fi signals
and then display them, as shown in Figure 11.

Available Wi-Fi Networks

H () -
(saved)

( | )iRoam
(saved) s
Tata Indicom Wi-Fi

(saved)
{ | ))BLD-HANDLINK
(saved) =

(€| )Hmlya_WLAN_QA
WEP s

Figure 11

15 shows how the iPassConnect user interface will denote a recognized iPass

The list shown in Figure 11 does not identify iPass hotspots from others. Figure
networks using the iPass logo.

4. Select a network offering good signal strength. Weak signal strength is a primary
source of poor connection experiences and so if the service you wish to use has
a weak signal then we recommend you try to move to a different location, nearer

to the access point.
At times BlackBerry lists multiple access points within the same SSID. In such
cases it is recommended to select the access point with the best signal strength.

5. The vast majority of iPass hotspots around the world are open, but in certain
regions a few require aWEP key. fone i s needed youdl |l be prompte

6. Following association success, you will see the Connection Successful screen
displayed, as shown in Figure 12.

Connection Successful!

Save this Wi-Fi Network as a Profile? Yes
Profile Name:

[Tata Indicom Wi-Fil |
(Home, Work, etc...)

Figure 12

I The Profile Name is optional i this label is not used by iPassConnect
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If the association fails, the Unable to Connect message will be displayed, as
shown in Figure 13.

Figure 13

In this case, we recommend you go Back and select a different network, from the
networks list.

The Wi-Fi Setup Complete message will be displayed as shown in Error!
Reference source not found..

Figure 14

Note that the BlackBerry Wi-Fi Hotspot Login feature is not related to
iPassConnect .This option should be ignored when connecting with iPass.

7. Click Finish to complete the procedure. You will then be returned to the
iPassConnect main screen (see Figure 15) and you should be able to see the
name (SSID) of the network, along with the signal strength. If the network is
recognized as an iPass network the iPass icon will be displayed to the left of the
SSID.
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